
Technical Note T02
Allowable Stress Design (U.S.)

Standard Dimensions, Nordic Lam

STANDARD DIMENSIONS

Product: Nordic Lam   Architectural   24F‐ES/NPG

Width (in.):  1 3/4 3 3/8 5 3/8 7 1/4 9 11 12 7/8

Depths (in.):  2 3/4 5 5 3/8
3 3/4 7 7 7 1/4
4 3/4 8 3/4 8 3/4 8 3/4 9
5 3/4 10 1/2 10 1/2 10 1/2 10 1/2 11
6 3/4 12 1/2 12 1/2 12 1/2 12 1/2 12 1/2 12 7/8
7 3/4 14 1/4 14 1/4 14 1/4 14 1/4 14 1/4 14 1/4
8 3/4 16 16 16 16 16 16
9 3/4 18 18 18 18 18 18
10 3/4 19 3/4 19 3/4 19 3/4 19 3/4 19 3/4 19 3/4
11 3/4 21 1/2 21 1/2 21 1/2 21 1/2 21 1/2 21 1/2
12 3/4 23 1/2 23 1/2 23 1/2 23 1/2 23 1/2 23 1/2
13 3/4 25 1/4 25 1/4 25 1/4 25 1/4 25 1/4 25 1/4
14 3/4 27 27 27 27 27 27
15 3/4 29 29 29 29 29 29
16 3/4 30 3/4 30 3/4 30 3/4 30 3/4 30 3/4 30 3/4
17 3/4 32 1/2 32 1/2 32 1/2 32 1/2 32 1/2 32 1/2

34 1/4 34 1/4 34 1/4 34 1/4 34 1/4 34 1/4
36 1/4 36 1/4 36 1/4 36 1/4 36 1/4 36 1/4
38 38 38 38 38 38
39 3/4 39 3/4 39 3/4 39 3/4 39 3/4 39 3/4

41 1/2 41 1/2 41 1/2 41 1/2 41 1/2
43 1/2 43 1/2 43 1/2 43 1/2 43 1/2
45 1/4 45 1/4 45 1/4 45 1/4 45 1/4
47 47 47 47 47
49 49 49 49 49
50 3/4 50 3/4 50 3/4 50 3/4 50 3/4
52 1/2 52 1/2 52 1/2 52 1/2 52 1/2
54 1/2 54 1/2 54 1/2 54 1/2 54 1/2
56 1/4 56 1/4 56 1/4 56 1/4 56 1/4
58 58 58 58 58
60 60 60 60 60
61 3/4 61 3/4 61 3/4 61 3/4 61 3/4
63 1/2 63 1/2 63 1/2 63 1/2 63 1/2

65 1/2 65 1/2 65 1/2 65 1/2
67 1/4 67 1/4 67 1/4 67 1/4
69 69 69 69
70 3/4 70 3/4 70 3/4 70 3/4
72 3/4 72 3/4 72 3/4 72 3/4
74 1/2 74 1/2 74 1/2 74 1/2
76 1/4 76 1/4 76 1/4 76 1/4
78 78 78 78
80 80 80 80
81 3/4 81 3/4 81 3/4 81 3/4
83 1/2 83 1/2 83 1/2 83 1/2
85 1/2 85 1/2 85 1/2 85 1/2

87 1/4 87 1/4 87 1/4
89 89 89
91 91 91
92 3/4 92 3/4 92 3/4
94 1/2 94 1/2 94 1/2

Notes:
1. The depth‐to‐width ratio shall be limited to 12:1.
2. The dimensions showed in black are the optimum dimensions for straight beams (maximum length of 62 ft).
3. Beams of dimensions in light grey are fabricated using manual techniques (maximum length of 80 ft).
4. Arched beams are available in dimensions up to 12 7/8 in. x 96 in. x 79 ft (width x depth x length).
5. Other dimensions are available on request; please contact Nordic.
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